GEBRUIKSAANWIJZING 
1P.2— P.11) 


Lees deze handleiding zorgyuldig door voordat u de radio aanzet. Bewaar 
deze handleiding. 
BETRIEBSANLEITUNG 
4(P.12 
— P.21) 


Lesen Sie vor der 
Inbetriebnahme 
dieses Gerütes die Betriebsanleitung 
aufmerksam 
durch und bewahren Sie die 
Betriebsanleitung für spütere Bezugnahmen sorgfáltig auf. 


MODE DEMPLOI 
41P.22 — P.31) 


Avant la 
mise en service de cet appareil, priöre de lite 
attentivement ce mode 


demploi 
guePon 
conservera pour toute 
référence ultérieure. 


OPERATING INSTRUCTIONS. 
(P.32— P.41) 


Before operating the unit, please read this manual thoroughly and retain it 
for future 
reference. 


MANUAL DE INSTRUCCIONES 
1P.42 — P.51) 


Antes de utilizar la 
unidad, 
lea 
detenidamente 
este manual y consérvelo para 
Juturas referencias. 


MANUALE DIISTRUZIONI 
1P.52 
— P.60) 


Primadi usare guesto 
apparecchio, si prega di leggere 
attentamente 
il presente 
manualedi istruzioni. si 
consiglia anche di conservarlo in caso di necessitá future. 


MANUAL DE INSTRUCOES. 


1(P.61 
— P.69) 


Antes de utilizar este aparelho, 
leia 
atentamente o manual 
e. 
conserve-o para 
referéncias 
futuras. 
BRUGERANVISNING 
P.70 
— P.78) 
les denne 
brugeranvisning 
grundigt for brug og gem dentil senere. 


— Ouoigue le 
commutateur 
POWERsoit sur AUTO et gue la radio ne 
doive 
commencer 
á fonctionner gujá une heure 
prédéterminée, 
la 
radio fonctionne 
néanmoins: 
vérifier si 
le mot SLEEP apparait sur 
Vaffichage. 
Si c"est le cas, appuyer sur SLEEP. 
- La radio ne fonctionne 
pas:il peut arriver gue vous avez programmé 
un ON-TIME automatigue et mis le commutateur 
POWER sur AUTO, 
mais gue 
FVheure n/est pas encore arrivée. Enfoncer la touche SLEEP 
ou mettre le commutateur POWER sur ON. 


Si vous ne pouvez pas résoudre les 
problémes en suivantles instruc- 
tions de ce manuel, ne tentez pas de réparer 
vous-méme 
Vappareil 
radio, mais renvoyez-le á votre distributeur pour réparation. 


Undernier avis pour le fonctionnement des piles 


Si vous abandonnez Vappareil radio pendant une période inhabituelle, 
/ 
s"assurer gue le commutateur 
POWER n"est pas resté sur AUTO avec 
un 
réglage 
ON-TIME 
programmé et activé. 
Si 
la radio 
s"enclenche 
alors guil ny 
a 
personne 
pour Varréter, vos 
piles 
UM-3 
seront 
épuisées aprés guelgues heures ou guelgues jours. 


SPECIFICATIONS TECHNIOUES 


Semiconducteurs: 
LS1, 31C, 16 transistors, 
19 diodes, 
1 x "tl 


Circuit: 
Superhétérodyne 


Gammede 
fréguences: 
FM (UKW)(stéréo) 
87.5-108 MHz 
SW (KW) 
5.9-15.5 MHz 
Lw 
153-281 MHz 
Mw 
531-1620 
KHz (9 KHz) 


Antennes: 
Antenne télescopigue pour FM et SW. 
Antennea barre 
deferrite pour MW et LW. 


Fonctions de 
minuterie: 
a) 
Minuterie SLEEP (60 minutes) 
b) 
Automatigue ON-TIME de STANDBY 


Haut-parleur: 
0.4 W 8 ohms 


Fiches: 
a) 
Unefiche d"écouteur 3.5 mm (32 ohms) 
b) 
Unefiche d"adapteur de courant. 


Section radio 
Courant domestigue avec adapteur 6 V 200 mA 
ou piles (4 x UM-3) 
Microprocesseur: 
2 piles SR44 (G13) 


Alimentation: 


Dimensions: 
L190xH121xP37 mm 


Poids: 
475 g sans piles 


Soumis á modifications sans avis préalable. 
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MAIN FEATURES 


-— Compact, light weight and stylish design. 


— AI IC circuit chassis for optimum 
MW/FM/SVV/LW reception. 


— Ouartz-controlled 
PLL 
(Phase 
Locked 
Loop). 
Synthesizer 
system 
uses 
a 
microcomputer 
to make Pinpoint 
tuning easy. The tuned 
freguencyis digitally displayed. 


— Push-button tuning for the convenient 20 station presets 
(5 presets 
for each band). 


— Choice of direct, preset, scan or manual tuning. 


— Dynamic full range 3" (76mm) speaker. 
- Swivel whip antenna for both 
FM and SW. 


— Slide volume control for easy level setting. 
- Red 
LED tuning 
indicator lights up when a signal is received. 
1 Clock 
LCD displays time in hours and minutes, 


— Alarm clock with wake to music or wake to alarm. 


— Sleep timer turns the radio off automatically 
at the preset time. 


— Separate 
jack for AC adaptor. 


NOTES AND PRECAUTIONS 


A. 
Dont exposethe radio to excessive heat (above 407C) or tempera- 
tures 
below 
07C. Avoid direct sunlight 
in cars, keep away from 
radiators etc. 


B. Operation outside the recommended temperature range mayresult 
in irregularities which disappear when temperature returns to normal. 


C. Dont use 
radio 
in 
a 
bathroom 
or 
other 
places 
with 
extreme 
humidity., Also avoid dusty 
environments. 


D. To avoid 
malfunctioning, 
protect the radio set against liguids and 
! 
other foreign 
substances. 


E. 
For cleaning the casing, use a dry, soft cloth avoiding the use of 
chemical solutions. 


F. 
If reception is weaktry the radio near a window. 


G. Removethe UM-3 
batteriesif the radio is not going to be used at 
all or only with the adaptor for a prolonged period of time. 
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TED e 


FUNCTION AND 
LOCATION OF CONTROLS 


1. 
POWER 
SWITCH 
ON-OFF 
AUTO - automatic ON and 
OFFat preprogrammed times. 


. 
BAND SELECT SWITCH 
LW, MW, SW, 
FM 


.. 
RADIO/ALARM 
SWITCH 


. 
VOLUME 
CONTROL 


5. 
LCD DISPLAY 
Digital display of time-of-the-day (24 hour mode), preset times and 
freguency. 


. 
TUNING 
INDICATOR 
LAMP (Red) 
For optimum tuning control. 


. 
TUNER KEYS 
UP/DOWN 
AUTO/MANUAL SCANNING SWITCHES: The freguency is increased/ 
decreased 
in steps. 
When keyis pressed 
continuously or longer than 1/2 second the 
tuner 
stops 
automatically 
at each subseguent station with suf- 
ficiently strong signals. 


. 
DISPLAY MODE 
Repeated pressing of this key displays 


A) 
Freguency (RADIO) 
Fu 
104b 2.3 


93:38 . 
2338 -..5 


1828 ...2 


B) 
Time-of-the-day (CLOCK) 


C) 
ON-TIME 


D) 
STANDBYand ON-TIME 


33 — 


9. 


10. 


11 


12. 


13. 


14. 


15. 


16. 


h7 A 


18. 


19. 


MEMORY 
KEY 
This key has the following functions: 
A) Store 20 preselected 
stations 
in memory 
(M) 
B) Set clock 
After 
pressing this key the MEM and 
PRESELECT 
STATIONblink 
for 5 seconds. During this period you canstore selected stations. 


SLEEP 
KEY 
Set the 
POWER 
switch to 
AUTO 
and 
press 
SLEEP. The radio 
switches off automatically after 60 minutes. For control purposes, 
the word SLEEP 
appearsin the display. The SLEEP key can also 
be used as an ON and 
OFF switch. 
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PRESET 
STATION KEYS 


Upto 20 preprogrammedstations can 
be recalled by pressing the 
corresponding 
M 
(memory) keys. 


HANDSTRAP 


STANDBY 
KEY 
TIMER ON/OFF 
BUTTON 


JACK FOR AC POWER 
ADAPTOR 


HEADPHONE 
JACK 
For 
headphone 
with 
3.5 
mm 
plug. 
Recommended 
impedance 
26-32 ohm. 
When pluggedin, the speaker 
disconnects 
automatically. 


BATTERY 
COMPARTMENTS 


LOCK 
To prevent "Function keys" being touched accidentally and radio 
status being changed unwillingly, switch 
"ON" to hold unit func- 
tion in 
present state. 
Be sure to switch 
"OFF" before re-operation. 


ROD ANTENNA 
For 
FM and SW 


TIME SET 
KEY 


ű 
For SET CLOCK and 
STANDBY time settings. 


BATTERY 
INSTALLATION 
AND POWER SUPPLY 


Radio Batteries 


Microprocessor Batteries 


Radio BatteryReplacement 


4 x UM-3 


2 x SR44 (G-13) 


Open 
battery 
compartment 
lid 
by 
pushing 
in 
direction 
of arrow, 
ré- 
place all 4 batteries at the same time 
and 
return lid to position. 


Note 


A) When 
inserting 
batteries 
check 
polarities (--) and (—). 


B) 
Dont mix new and used batteries. 


C) 
Remove 
batteries 
if radio is not 
operated on 
batteries for a pro- 
longed period 
of time. 


D 
Battery 
life 
varies 
substantially 
with type of batteries and use of 
radio. 
Energy 
consumption 
is 
relatively 
high 
given 
the 
large 
number 
of 
functions 
and 
con- 
trols. Use 
AC 
adaptor 
wherever 
possible. 
When 
the 
red 
battery 
indicator 
light 
loses 
its 
brightness 
all 
4 
batteries 
have to be replaced 
at 
the same time. 


E 
You 
are 
recommended 
to 
use 
UM-3/AA 
ALKALINE 
BATTERIES. 


Replacementof 
ú 
TA 
ESSZÉ 


SÉSEKEÉSE 
This battery compartmentis situated 
Microprocessorbatteries 
underneath 
the 
radio 
batteries 
on 
the left side. Push the lid slightly up 
in the direction of the arrow and 
lift 
it off with two fingers. 
For 
reasons 
of security use a non-metallic object 
to removethe batteries. 
Replace 
both 
G-13 
batteries 
with 
fresh 
ones and close the 
compart- 
ment. 


Notes 


A) To avoid loss of energy do not 
touch 
fresh 
batteries 
with 
bare 
fingers or metallic objects. 


B 
Check 
polarity 
of 
batteries, 
(--) 
and (—). 


After 
replacement 
of the micro- 
processor 
batteries 
all 
preset 
functions haved to be reset. 


e 


Di 
Under 
normal 
conditions 
these 
batteries last at least 6 months,m 
they need to be replaced as soon 
as the LC display weakens. 
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AC Adaptor 
: 
Use only 6V 200mAadaptors. When 
plugged 
in 
the 
batteries 
are 
dis- 
connected 
automatically. 
. 


ANTENNA ADJUSTMENT 


FM 
: 
Pull out telescopic 
antenna and 
adjustits length, angle 
and direction for optimum reception. 


sw 
:— 
Pull out the telescopic antenna 
completely and leave in 
vertical position. 


MWI/LW 
: 
Since the 
telescopic 
antenna 
does 
not 
influence 
the 
reception of these bandsit can 
be retracted. 
A built-in 
directional 
ferrite 
bar 
antenna 
reguires 
the 
rotation 
ofthe radio itself for optimum reception. 
aa 


OPERATION OF THE RADIO SECTION. 


Manual tuning 


1. Set the POWER button to ON. 


2. Set the WAKE switch to RADIO. 


3. Select the desired band with the BAND SELECTswitch. 


4. Turn up the VOLUME controls to maketuning easier. 


5. Tune in the desired station 
by pressing the 
UP/DOWN tuning but- 
tons until a strong, clear signal is obtained. 


6. Adjust the VOLUME controls as desired. 


NOTE: 
If the UP or DOWN 
MANUALAAUTO tuning button is pressed 
and held down,the displayed 
freguency will numerically 
increase or 
decrease. When the end 
ofthe desired band is reached, the unit will 
scan the 
band 
again. When the 
desired 
freguency 
is 
approached, 
release the button. Pressing the button again briefly will then change 
the freguency., 


A) 
Jump steps of the scanner when 
UP/DOWNis continuously pressed: 
FM (UKW) 
50 KHz 
SW (KW) 
5 KHz 
Lw 
9 KHz 
MW 
9 KHz 


B) 
If 
UP/DOWN keys are only pressed briefly (less than 1/2 second), 
the jump steps are: 
FM (UKW) 
50 KHz 
SW (KW) 
5 KHz 
Lw 
1 
KHz 
MW 
9 KHz 


Automatic tuning 


When pressing the UP/DOWN keyfor morethan 1/2 second the scan- 
ner looks for the nearest 
station with sufficiently strong 
signals and 
stops automatically. 


NOTE 


A) 
Jump steps for automatic tuning are: 
FM 
50 KHz 
sw 
5 KHz 
Lw 
9 Khz 
Mw 
9 KHz (or 10 KHz) 


B) 
If you are looking for a particular station whose signals are not suf- 
ficiently 
strong 
to 
be 
"recognized" 
by the 
automatic 
scanner, 
manual tuning is necessary. Too weak stations or those with too 
much 
interference 
are 
passed 
over 
by the 
automatic 
scanning 
method. 
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ta 
PRESETTING 
(MEMORIZING) 
STATIONS 


Upto 5 stations each for FM, SW, LW and MW can 
be preset(a total 


" of 20). Once a station has been preset, press the corresponding PRESET 
button 
onceto receive that station. 


1. 
Tunein the desired station (see steps 
1 through 5, OPERATION OF 
THE RADIO section). 


2. Press the 
MEMORY button within 5 seconds, while the station fre- 
guencyis visible 
in the OUARTZ Display Window. 


3. Press a PRESET button within 5 seconds. 


4. 
"MEM" 
will remain on and the number of the 
PRESET that was 
pressed 
will appear 
in the display. The 
selected 
station 
ís now 
stored 
in the tuning memory. 


5. Repeat steps 
1 through4 to preset other stations. 


NOTE: Presetting 
is possible in any order and with any of the buttons 
for each station. 


When a PRESET buttonis used to preset a new broadcaststation, the 
previous station 
presetting 
is erased. 
(It is not possible to erase the 
previous 
presetting without presetting 
another station.) 


When a preset 
PRESET button is pressed, the number of the button 
and the 
freguency of the 
preset 
station 
will 
appear 
in the Display 
Window. After 
5 seconds, the freguency 
display will change to the 
clock time display. 


RECALL OF PREPROGRAMMED STATIONS 


1. Set the POWER button to ON. 


2. Set the WAKE button to RADIO. 


3. Select the desired band with the BAND SELECT switch. 


4. Tune in the desired station 
by pressing the PRESET 
BUTTON 
key 
with the 
corresponding 
number. 
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CLOCK FUNCTION 


Setting the correct hour and minute 


1. Press and hold the TIME SET button. 


2. Set the hour by pressing the HOUR button 
(Down). 


3. Set the minute by pressing the MINUTE button 
(Up). 


4. Release the TIME SET button. 


Note: The dot in the clock display blinks once each second., 


STANDBY OPERATION 


Radio or Alarm Timer Operation 
. 
It will be switched 
on automatically at the time selected. 


1. Set the POWER button to ON. 


2. Set the WAKE switch to RADIO or ALARM. 


3. Set the desired radio station. 


4. Press the DISPLAY 
KEY(repeatedly) until ON-TIME appears 
in the 
display. 


5. 
Makesure that the clock time in the OUARTZ Display Window is 
correct. 


6. 
Press the STANDBY button to ON. 
"STANDBY" 
will appear in the 
display. 


7. Press and 
hold the TIME 
SET 
button within 
5 seconds, 
while 
"STANDBY 
ON 
TIME"is visible. ADJUST will appear in the dis- 
play. 


8. Press the HOUR and 
MINUTEbuttonsto set the timer. 


9. Release the TIME SET button. "ADJUST" will disappear from the 
display. The clock time will remain. 


10. Set the 
POWER 
button to AUTO. 
"STANDBY" 
will appear in the 
display. The radio will be switched on automatically at the preset 


— 


time. 


11. Press the 
STANDBY button again to end the timer radio function. 
"STANDBY" 
will disappear from the display. 


NOTE 


If the POWER 
switch 
is at this tíme 
in the AUTO position, you can 
switch off the radio by pressing the 
SLEEP key. 


Make sure the 
POWER switch 
is 
on 
AUTO to ensure 
that the pre- 
programmed ON-TIMEis operational. 
0 


— 


Setting of the SLEEP timer 


1. Set POWER switch to AUTO 


2. Press SLEEP 
Note 


Depending on whether the radio is now playing or not you have to 
press 
SLEEP a second time. 
If it is playing the word SLEEP appears 
in the display indicating that the radio will automatically turn off after 
60 minutes, provided the POWER switch is in the AUTO position. 


USING THE SLEEP 
KEY TO TURN THE RADIO ON AND OFF 


It is convenient to use the 
SLEEP key for switching the radio on and 
off. 


1. Set the POWER switch to AUTO. 


2. Press 
SLEEP to turn the radio on and off. 
Notes 


A) 
It is to be 
remembered that a 
preprogrammed and armed ON-TIME 
setting 
remains 
operational. 
Therefore, you run the risk of being 
woken up unwillingly during the weekend or 
inadvertently con- 
sumingbattery energyif you "forget" the radio with such a setting. 
(On the other hand, you might wake up late on Monday morning 
if you inadvertently leave the POWER switch 
in the OFF position. 
The automatic 
ON-TIME only functions with the POWER switch on 
AUTO). 


B 
Another possibility is to clear the ON-TIME setting. 
In this case you 
can use the 
SLEEP keyfor switching the radio on and off without 
the risk mentioned 
under A. 


C. 
If the SLEEP key is used to switch the radio on, the word SLEEP 
appearsin the display indicating that the radio will switch itself off 
automatically after 60 minutes, provided the 
POWER" switch is kept 
in the AUTO position. 


TROUBLESHOOTING 
CHECK LIST 


If a radio 
is sent to a Service Center you incur 
administrative 
and 
transportation 
costs 
regardless of whether the problem is due to a 
defect or simply faulty manipulation. 


It is recommendedthat youtry to solve the problem yourself by going 
right through this manual one time before sending the radio in for 
"repair". 


In particular please check: 


— 
Whether the batteries are sufficiently fresh and properly inserted. 
In 
case of doubt replace them with new ones or have them checked. 


— 
In conditions of extreme temperature or humidity the radio does not 
function normally until conditions have returned to normal, 


— 
When listening to 
FM or SW 
makesure the telescopic 
antenna 
ís 
extended. 
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— 
If it appears that the automatic 
ON-TIME, 
SLEEP functions do not 
work, check whether the POWER switch 
is on AUTO. 


— Although the POWERswitch is on AUTO 
andthe radio should only 
start to function at a preset time, the radio nevertheless 
comes on: 
check whether the word SLEEP 
appearsin the display. 
If so, press 
SLEEP. 


— The radio does not play: 
it may be that you have 
programmed an 
automatic 
ON-TIME, set the 
POWER switch to AUTO 
but that the 
time has not come yet. Press 
SLEEP orset the POWERswitch to ON. 


IF 
YOU 
CANNOT 
SOLVE 
THE 
PROBLEMS 
BY 
FOLLOWING 
THE 
INSTRUCTIONS 
IN 
THIS 
MANUAL, 
DO 
NOT 
TRY 
TO 
REPAIR THE 
RADIO 
SET 
YOURSELF 
BUT 
HAND 
IT 
IN 
TO 
YOUR 
DEALER 
FOR 
REPAIR. 


A final tip for battery operation: 
If you leave the radio set with nobody 
around for an unusually long period of time, make sure the 
POWER 
switch is not left on AUTO with an 
ON-TIME setting programmed and 
armed. If the radio switches on whilst there 
is nobody to 
turnit off, 
your UM-3 batteries will go flat after a few hours or days. 


TECHNICAL SPECIFICATIONS 


Semiconductors 
: 
1LS1T, 31C, 16 transistors, 19 diodes,1 x "tl 


Circuit 
:. 


Superheterodyne 


Freguency range. 


: 
FM 
87.5 
— 108 MHz 
sw 
5.9-15.5 
MHz 
Lw 
153- 281 
KHz 
MW 
531-1620 KHz(9 KHz) 
Antennas 
:. 


Telescopic antenna for FM and SW 
Ferrite bar antenna for MW and LW 


Timer functions 
: 
a) 
SLEEP timer(60 minutes) 
b) 
STANDBY Automatic ON-TIME 


Loudspeaker 
: 
0.4W8 ohm. 


Jacks 
: 
a) 
1 
headphone 
jack 3.5mm (32 ohm) 
b) Power adaptor jack 


Power supply 
: 
Radio section 
House current with 6V 200mAadaptor or 
Batteries (4xUM-3) 


Microprocessor 
2 batteries SR44 (G13) 


Dimensions 
: 
L190xH 121 x 0.37 mm 


Weight 
: 
475g 
w/o batteries 


Subject to change without notice. 
sát 


